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GABLE VENTS

LOUVERED VENTS

Flush Mount
Flange on face

Recessed Mount
Flange in center

FOB Mount
Flange on back

Gable Vent Confi gurations

Half Round

Octagon Round Top Shed Top

Peak Top Scoop

Dormer

ROUND GABLE VENTS
SIZE 12” 14” 18” 24” 30”

FLUSH GRV 12 F GRV 14 F GRV 18 F GRV 24 F GRV 30 F

RECESSED GRV 12 R GRV 14 R GRV 18 R GRV 24 R GRV 30 R
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•  Gives proper full length venting of soffi t.
•  For use with continuous ridge vent or any roof vent.

CONTINUOUS 
SOFFIT VENT

FOUNDATION &
SOFFIT VENTS

•  Available with or without damper.
•  1/8” screen is standard but can be ordered with 1/4” or 1/2”.
•  Follow local codes for proper venting of attic and crawl space.

LOUVERED VENTS

CONTINUOUS SOFFIT VENT
SIZE 4” 6” 8”

GALVANIZED GCSV 4 GCSV 6 GCSV 8

ALUMINUM ACSV 4 ACSV 6 ACSV 8

PAINTED PCSV 4 PCSV 8 PCSV 8

LOUVERED FOUNDATION & SOFFIT VENTS
GALVANIZED ALUMINUM PAINTED

DAMPER SCREEN
DAMPER

&
SCREEN

NO
DAMPER

OR
SCREEN

DAMPER SCREEN
DAMPER

&
SCREEN

NO
DAMPER

OR
SCREEN

DAMPER SCREEN
DAMPER

&
SCREEN

NO
DAMPER

OR
SCREEN

16 X 4 VD 416 VS 416 VDS 416 V 416 VDA 416 VAS 416 VDAS 416 VA 416 VDP 416 VSP 416 VDSP 416 VP 416

16 X 6 VD 616 VS 616 VDS 616 V616 VDA 616 VAS 616 VDAS 616 VA 616 VDP 616 VSP 616 VDSP 616 VP 616

16 X 8 VD 816 VS 816 VDS 816 V 816 VDA 816 VAS 816 VDAS 816 VA 816 VDP 816 VSP 816 VDSP 816 VP 816
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DAMPERS
SPRING RETURN
ROUND DAMPER

•  This rugged damper has a high torque motor for reliable   
 operation.
•  The fl oating motor mount assures proper alignment of motor,  
 shaft and damper to prevent binding, while the clutch/ 
 coupler reduces the number of moving parts for greater  
 service life.  
•  Motor is available in 24 V or 120 V .
•  With or without endswitch.  The purpose of the endswitch  
 is to send power to another appliance (i.e. fan) when the  
 damper reaches its full powered position.  (120V only).
•  All sizes are available in normally open or normally closed  
 models.  
•  All models without endswitch come with fl ow control 
 adjustment.  The fl ow control allows the damper blade  
 to be stopped anywhere before the full open position.

AND

SPRING RETURN ROUND DAMPERS

SIZE

NORMAL CLOSED (power open) NORMAL OPEN (power close)
with ENDSWITCH w/o ENDSWITCH with ENDSWITCH w/o ENDSWITCH
24V 120V 24V 120V 24V 120V 24V 120V

4” ADC 4/24 ES ADC 4/120 ES ADC 4/24 ADC 4/120 ADO 4/24 ES ADO 4/120 ES ADO 4/24 ADO 4/120

5” ADC 5/24 ES ADC 5/120 ES ADC 5/24 ADC 5/120 ADO 5/24 ES ADO 5/120 ES ADO 5/24 ADO 5/120

6” ADC 6/24 ES ADC 6/120 ES ADC 6/24 ADC 6/120 ADO 6/24 ES ADO 6/120 ES ADO 6/24 ADO 6/120

7” ADC 7/24 ES ADC 7/120 ES ADC 7/24 ADC 7/120 ADO 7/24 ES ADO 7/120 ES ADO 7/24 ADO 7/120

8” ADC 8/24 ES ADC 8/120 ES ADC 8/24 ADC 8/120 ADO 8/24 ES ADO 8/120 ES ADO 8/24 ADO 8/120

10” ADC 10/24 ES ADC 10/120 ES ADC 10/24 ADC 10/120 ADO 10/24 ES ADO 10/120 ES ADO 10/24 ADO 10/120

12” ADC 12/24 ES ADC 12/120 ES ADC 12/24 ADC 12/120 ADO 12/24 ES ADO 12/120 ES ADO 12/24 ADO 12/120

14” ADC 14/24 ES ADC 14/120 ES ADC 14/24 ADC 14/120 ADO 14/24 ES ADO /120 ES14 ADO 14/24 ADO 14/120

kevin
Pencil

kevin
Pencil

kevin
Text Box
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DAMPERS
POWER OPEN / POWER 

CLOSE ROUND DAMPER

• Medium pressure damper (up to 2,000 fpm).
• Fast open time - 20 seconds.
• High motor torque - at peak 43# inch foot.
• Selectable “Normally Open or Closed” switch.
• Three wire damper integrates with two or three  
 wire zone systems.
• Endswitch standard.
• Easy wiring terminal.
• Available in sizes 5” to 20”.
• Available with 24V or 120V motor.

• High Torque motor operates both directions.

• Rotation Switch (to set normally open or normally 
 closed positioning).

• Wiring Terminal.

POWER OPEN AND CLOSE DAMPER
Size 5” 6” 7” 8” 9” 10” 12” 14” 16” 18” 20”

24V POC 
5/24

POC 
6/24

POC 
7/24

POC 
8/24

POC 
9/24

POC 
10/24

POC 
12/24

POC 
14/24

POC 
16/24

POC 
18/24

POC 
20/24

120V POC 
5/120

POC 
6/120

POC 
7/120

POC 
8/120

POC 
9/120

POC 
10/120

POC 
12/120

POC 
14/120

POC 
16/120

POC 
18/120

POC 
20/120
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•  Low leakage.
•  Paralled-blade design.
•  High torque motor for reliable, trouble free service.
•  Durable extruded aluminum construction.

MULTI BLADE
DAMPERS

DAMPERS

MULTI BLADE DAMPER
6” 8” 10” 12” 14” 16” 18” 20” 22” 24”

6” MB 66 MB 109 MB 119 MB 129 MB 139 MB 149 MB 159 MB 169 MB 179 MB 189

8” MB 110 MB 120 MB 130 MB 140 MB 150 MB 160 MB 170 MB 180 MB 190

10” MB 121 MB 131 MB 141 MB 151 MB 161 MB 171 MB 181 MB 191

12” MB 132 MB 142 MB 152 MB 162 MB 172 MB 182 MB 192

14” MB 143 MB 153 MB 163 MB 173 MB 1422 MB 1424
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The passive damper for heat exchangers, exhaust systems, solar 
heating systems and other intake or exhaust applications where a 
powered damper is not needed.
•  Foam seal provides minimal leakage.
•  No springs or metal hinges to rust or go bad.
•  Works in either horizontal or vertical positions.
•  Due to its unique design it opens easily with normal air fl ow         
 and closes by gravity.

BUTTERFLY 
DAMPER

PRESSURE 
RELIEF DAMPER

•  All zone systems should have a pressure relief system installed.
•  Helps prevent backpressure in your conditioned air system when your  
 zone dampers are closed.
•  Helps to prevent coil freeze up.

DAMPERS

BUTTERFLY DAMPERS
SIZE 4” 5” 6” 7” 8” 9” 10” 12” 14” 16” 18” 20”

ITEM # BD 4 BD 5 BD 6 BD 7 BD 8 BD 9 BD 10 BD 12 BD 14 BD 16 BD 18 BD 20

ROUND RELIEF DAMPERS
SIZE 8” 10” 12” 14”

ITEM # PRD 8 PRD 10 PRD 12 PRD 14

RECT. RELIEF DAMPERS
SIZE 12”X8” 18”X8” 20”X20” 20”X12”

ITEM # DD 128 DD 188 DD 2020 DD2012

Others sizes are available
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•  The PS-MZ series provide a simple, low cost zoning system  
 from 2 or more zones.  
•  Panels must be used with ETN-M100 master thermostat and  
 ETN-Z100 zone thermostat.  
•  The ETN thermostats communicate digitally to the main 
 PS-MZ board.
•  PS-MZ series have quick connect application between the  
 control board and thermostats using standard phone   
 connectors.

ZONE CONTROLS

CONTROLS

PS-MZ100 4 Zone Module

ZONE CONTROLS
FOUR (4) ZONE MODULE PS-MZ100

SEVEN (7) ZONE MODULE PS-MZ200

APPLICATION CHART
ITEM DISCRIPTION ITEM #

ZONE CONTROL 
MODULE

4 ZONE PS-MZ100
7 ZONE PS-MZ200

THERMOSTATS

MASTER ETN-M100
MASTER PROG ETN-M100-PROG

ZONE ETN-Z100
ZONE PROG ETN-Z100-PROG

TRANSFORMER TRANSFORMER PT-40

ITEMS ON THIS PAGE ARE SPECIAL ORDER ONLY. 

This Zone System is engineered together as a unit so must be 
used as a unit.  Wiring is done by phone cable and plugs into 
the control panel and the thermostats by phone jack.  Wire is 

supplied by FAMCO with the system.
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•  The thermostats and other accessories are engineered to work  
 at optimum performance with each other to insure   
 trouble free service.  
•  They use quick connectors from the thermostats to the main  
 board to make installation simple and cost effective. 
•  Thermostats are available in Programable or Non-Programable  
 models.

ZONE CONTROL 
ACCESSORIES

CONTROLS

AIR INTAKE
CONTROL

•  The air intake control is a surface mount programmable 5/1/1               
 Thermostat, 24 VAC.
•  Large LCD Display, easy to read and program. Back Light  
 Display.
•  Built in Auto Changeover or Manual.
•  Compressor short cycle protection.
•  The “All in One”, SUPER confi guration, Heat Pump, Gas/ 
 Electric, Multi-stage is available.
•  External Temperature Sensing available.  (TS01, RS01, DT02).
•  Hand Held Remote available.  (RS01, RS02).

ETN-M100 Thermostat
Available in Programable 

or Non-Programable

ETN-24-HC11-PROG-OA

ITEMS ON THIS PAGE ARE SPECIAL ORDER ONLY. 

This Zone System is engineered together as a unit so must be 
used as a unit.  Wiring is done by phone cable and plugs into 
the control panel and the thermostats by phone jack.  Wire is 

supplied by FAMCO with the system.
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Research has proven that the most effective draft inducing caps 
are those that 1) separate the wind stream as it fl ows over the cap 
and 2) those that rotate to align with the direction of the wind.  
FAMCO’s Wind Directional Caps do both to provide maximum 
drafting.  In usage, the rotating hood is kept in proper position 
(relative to the wind) by the vane.  Air movement past the hood 
creates a partial vacuum in the fl ue, enhancing effi ciency and 
helping to prevent downdraft.

WIND DIRECTIONAL CAP

•  Allows fl ue tile to accept round caps or terminations.
•  Customer must provide cap size.

TILE CAP ADAPTERS

CHIMNEY CAPS & ADAPTERS

WIND DIRECTIONAL CAP
SIZE GALV. STAINLESS

STEEL
CAP

ADAPTER
6” WDC 6 WDCS 6 WCA 6

7” WDC 7 WDCS 7 WCA 7

8” WDC 8 WDCS 8 WCA 8

9” WDC 9 WDCS 9 WCA 9

10” WDC 10 WDCS 10 WCA 10

12” WDC 12 WDCS 12 WCA 12

14” WDC 14 WDCS 14 WCA 14

TILE CAP ADAPTER
TILE SIZE GALVANIZED STAINLESS

STEEL
8” X 8” ATA 88 SATA 88

8” X 12” ATA 812 SATA 812

12” X 12” ATA 1212 SATA 1212

12” X 16” ATA 1216 SATA 1216

16” X 16” ATA 1616 SATA 1616

WCA
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•  This vacuum cap has over 50 years history increasing chimney   
 drafting and preventing downdrafts.
•  An all around quality vent cap.
•  For clay tile use the square tile cap or the ATA with this cap.

VACUUM CAPS

SQUARE TILE CAPS

•  Designed to fi t and work with clay tile chimney systems.
•  Used to reduce downdraft and protect from the weather.

CHIMNEY CAPS

VACUUM CAP
SIZE GALV. ALUMINUM STAINLESS

STEEL
3” GVC 326 AVC 320 SVC 326

4” GVC 426 AVC 420 SVC 426

5” GVC 526 AVC 525 SVC 526

6” GVC 626 AVC 625 SVC 626

7” GVC 726 AVC 725 SVC 726

8” GVC 824 AVC 825 SVC 824

9” GVC 924 AVC 925 SVC 924

10” GVC 1024 AVC 1025 SVC 1024

12” GVC 1224 AVC 1225 SVC 1224

14” GVC 1424

16” GVC 1624

SQUARE TILE CAP
8” X 8” 8” X 12” 8” x 16” 12” x 12” 12” X 16”

GALV. GSQ 88 GSQ 812 GSQ 816 GSQ 1212 GSQ 1216
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•  The Universal Cap is an ideal replacement cap and is made to  
 fi t most brands of multi-wall chimneys.

UNIVERSAL CAPS

•  Economical weather cover for any chimney.
•  It will not inhibit draft.

CONE TOP CAPS

CHIMNEY CAPS

UNIVERSAL CAP
6” 7” 8”

GALVANIZED
STEEL

UC 6 UC 7 UC 8

STAINLESS
STEEL

UCS 6 UCS 7 UCS 8

CONE TOP CAP
GALVANIZED STAINLESS

STEEL
3” GCT 3 SCT 3

4” GCT 4 SCT 4

5” GCT 5 SCT 5

6” GCT 6 SCT 6

7” GCT 7 SCT 7

8” GCT 8 SCT 8

9” GCT 9 SCT 9

10” GCT 10 SCT 10

12” GCT 12 SCT 12

14” GCT 14

16” GCT 16

18” GCT 18



CATALOG # 2006-2

•  Flashings help to provide weathertight pipe penetrations of  
 the roof.
•  Adjustable to fi t the slope of the roof from fl at to 12/12 pitch.  
•  Heavy gauge galvanized construction with all weatherproof  
 seams.
•  No fi eld trimming required for perfect fi t.

ADJUSTABLE FLASHINGS

ADJUSTABLE ROOF FLASHING

•  The Cricket Flashing is designed to split snow   
 and prevent it from damaging pipes and other  
 roof protrusions.

CRICKET FLASHINGS

ADJUSTABLE FLASHING
SIZE

STANDARD
PITCH

1/12 - 6/12

for
“B” VENT

STEEP
PITCH

7/12 - 12/12

for
“B” VENT

FLAT
PITCH

12” TALL
CONE

1” G 1

2” G 2 GH 2

3” G 3 GB 3 GH 3 GHB 3 FP 3

4” G 4 GB 4 GH 4 GHB 4 FP 4 TFP 4

5” G 5 GB 5 GH 5 GHB 5 FP 5

6” G 6 GB 6 GH 6 GHB 6 FP 6 TFP 6

7” G 7 GB 7 GH 7 GHB 7 FP 7

8” G 8 GB 8 GH 8 GHB 8 FP 8 TFP 8

9” G 9 GB 9 GH 9 GHB 9 FP 9

10” G 10 GB 10 GH 10 GHB 10 FP 10 TFP 10

12” G 12 GB 12 GH 12 GHB 12 FP 12 TFP 12

14” G 14 GB 14 GH 14 GHB 14 FP 14 TFP 14

16” G 16 FP 16 TFP 16

18” G 18 FP 18 TFP 18

20” G 20

CRICKET FLASHING
PIPE SIZE ITEM #
1 1/2” & 2” CF 2

3” & 4” CF 4

Standard Pitch

Steep Pitch
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CAPS & PLUGS

ACCESSORIES

STORM COLLARS

CAPS & PLUGS
SIZE

GALVANIZED ALUMINUM
CAP PLUG CAP PLUG

3” FC 3 GP 3 FC 3A GP 3A

4” FC 4 GP 4 FC 4A GP 4A

5” FC 5 GP 5 FC 5A GP 5A

6” FC 6 GP 6 FC 6A GP 6A

7” FC 7 GP 7 FC 7A GP 7A

8” FC 8 GP 8 FC 8A GP 8A

9” FC 9 GP 9 FC 9A GP 9A

10” FC 10 GP 10 FC 10A GP 10A

12” FC 12 GP 12 FC 12A GP 12A

14” FC 14 GP 14

16” FC 16 GP 16

STORM COLLARS
SIZE GALVANIZED for “B” VENT

3” SC 3 SCB 3

4” SC 4 SCB 4

5” SC 5 SCB 5

6” SC 6 SCB 6

7” SC 7 SCB 7

8” SC 8 SCB 8

9” SC 9 SCB 9

10” SC 10 SCB 10

12” SC 12 SCB 12

14” SC 14 SCB 14

Cap

Plug
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FLUE REDUCER

ACCESSORIES

TAPERED 3-PIECE REDUCER

FLUE REDUCER
FLUE
SIZE 3” 4” 5” 6” 7” 8” 9” 10” 12”

4” F R 
4X3

5” F R 
5X3

F R 
5X4

6” F R 
6X3

F R 
6X4 FR 6X5

7” F R 
7X3

F R 
7X4 FR 7X5 FR 7X6

8” F R 
8X3

F R 
8X4 FR 8X5 FR 8X6 FR 8X7

9” F R 
9X4 FR 9X5 FR 9X6 FR 9X7 FR 9X8

10” FR 10X5 FR 10X6 FR 10X7 FR 10X8 FR 10X9

12” FR 12X5 FR 12X6 FR 12X7 FR 12X8 FR 12X9 FR 12X10

14” FR 14X6 FR 14X7 FR 14X8 FR 14X9 FR 14X10 FR 14X12

TAPERED 3-PIECE REDUCER
SIZE 3” 4” 5” 6” 7” 8” 9” 10” 12”

4” TR 4X3

5” TR 5X3 TR 5X4

6” TR 6X3 TR 6X4 TR 6X5

7” TR 7X3 TR 7X4 TR 7X5 TR 7X6

8” TR 8X3 TR 8X4 TR 8X5 TR 8X6 TR 8X7

9” TR 9X3 TR 9X4 TR 9X5 TR 9X6 TR 9X7 TR 9X8

10” TR 10X4 TR 10X5 TR 10X6 TR 10X7 TR 10X8 TR 10X9

12” TR 12X5 TR 12X6 TR 12X7 TR 12X8 TR 12X9 TR 12X10

14” TR 14X6 TR 14X7 TR 14X8 TR 14X9 TR 14X10 TR 14X12

16” TR 16X7 TR 16X8 TR 16X9 TR 16X10 TR 16X12

18” TR 18X8 TR 18X9 TR 18X10 TR 18X12
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INCREASER / REDUCER
(fl at transition)

ACCESSORIES

INCREASER / REDUCER
GALVANIZED

SIZE 3” 4” 5” 6” 7” 8” 9” 10” 12”
4” I/R 4X3

5” I/R 5X3 I/R 5X4

6” I/R 6X3 I/R 6X4 I/R 6X5

7” I/R 7X3 I/R 7X4 I/R 7X5 I/R 7X6

8” I/R 8X4 I/R 8X5 I/R 8X6 I/R 8X7

9” I/R 9X4 I/R 9X5 I/R 9X6 I/R 9X7 I/R 9X8

10” I/R 10X5 I/R 10X6 I/R 10X7 I/R 10X8 I/R 10X9

12” I/R 12X6 I/R 12X7 I/R 12X8 I/R 12X9 I/R 12X10

14” I/R 14X7 I/R 14X8 I/R 14X9 I/R 14X10 I/R 14X12

ALUMINUM
4” I/R 4X3A

5” I/R 5X3A I/R 5X4A

6” I/R 6X3A I/R 6X4A I/R 6X5A

7” I/R 7X3A I/R 7X4A I/R 7X5A I/R 7X6A

8” I/R 8X4A I/R 8X5A I/R 8X6A I/R 8X7A

9” I/R 9X4A I/R 9X5A I/R 9X6A I/R 9X7A I/R 9X8A

10” I/R 10X5A I/R 10X6A I/R 10X7A I/R 10X8A I/R 10X9A

12” I/R 12X6A I/R 12X7A I/R 12X8A I/R 12X9A I/R 12X10A

14” I/R 14X7 I/R 14X8A I/R 14X9A I/R 14X10A I/R 14X12A
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ACCESSORIES

PLASTIC ROUND DIFFUSERS

DIFFUSER BOXES

DIFFUSER BOXES
LENGTH WIDTH MODEL # AVAILABLE

DUCT SIZES
6” 6” SDB 66 3” to 6”

8” 8” SDB 88 3” to 8”

10”
8” SDB 108 3” to 8”

10” SDB 1010 3” to 10”

12”
8” SDB 128 3” to 8”

10” SDB 1210 4” to 10”

12” SDB 1212 5” to 12”

14”
8” SDB 148 4” to 8”

10” SDB 1410 5” to 10”

12” SDB 1412 7” to 12”

15” 15” SDB 1515 8” to 14”

16” 16” SDB 1616 8” to 16”

18” 18” SDB 1818 8” to 18”

PLASTIC ROUND DIFFUSERS
SIZE MODEL #

4” RD 4

5” RD 5

6” RD 6

8” RD 8

•  Fully adjustable from closed to full open.
•  Easy open and close mechanism.
•  Available color is white.
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ACCESSORIES
NAIL PLATES

•  FAMCO Nail Plates are made of 16 ga. galvanized  
 steel for strength.
•  They are available in two sizes - 2” x 18” and 2” x 24”.
•  For other sizes and designs, please inquire.

NAIL PLATES
SIZE ITEM #

2” X 18” NP 218

2” X 24” NP 224

VENT SCREEN

VENT SCREEN
MATERIAL SIZE ITEM # CTN. QTY.

ALUMINUM
PERMA  KOTE 6” X 100’ VM 6 4
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