CHIMNEY CAPS &MCO

WIND DIRECTIONAL cAP- WDC__

WIND DIRECTIONAL CAP
ITEM # GALVANIZED STAINLESS
WDC5_ WDC5 WDC5SS
WDC6_ WDC6 WDC6SS
WDC7_ WDC7 WDC7SS
WDC8_ WDC8 WDC8SS
WDC9_ WDC9 WDC9SS
WDC10_ WDC10 WDC10SS
WDC12_ WDC12 WDC12SS
WDC14_ WDC14 WDC14SS

» Increases the efficiency of a stove or fireplace

» Used for chimney exhaust or building ventilation

» Can be used with a single, double, or triple wall
pipe (requires WCA adapter) or vent base

» Constructed for strength and durability

» Available in stainless or galvanized steel
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CHIMNEY CAPS &MCO

WIND DIRECTIONAL cAP- WDC__
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WIND DIRECTIONAL CAP
ITEM # SIZE (IN) D H w FREE AREA IN? H
WDC5 5 5 144 11 19.63
WDC6 6 6 14% 11 28.27
WwDC7 7 7 16 12 38.48
wDcC8 8 8 16% 14 50.26
WwDC9 9 9 19 16 63.62
WDC10 10 10 20 18 78.54
WDC12 12 12 24 21 113.10
WDC14 14 14 27 24 153.94

FRESH AIR MANUFACTURING CO.

FA“CD Technologies in Ventilation

649 N. Ralstin St., Meridian, ID 83642 * (208)884-8931 * (800)-234-1903 * FAX: (208)884-8943



	Slide Number 1
	Slide Number 2

